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Insert tension adjustment knob and turn clockwise to 
tighten.  Once the tension adjustment knob is tightened,
the pistol will be secured inside the chassis body.  

The USW  Kit  comes with the top accessory rail, it requires
user assembly of 2 torx screws.  Screws and torx driver are
included with your USW G-Series kit.

The USW Kit is designed to allow direct mounting of
an Aimpont ACRO Red Dot Sight onto the chassis  
(as shown on the cover photo of this manual).  There 
is an integrated rail directly molded onto the chassis body
to accomodate this feature, slight user modi�cation may 
be required with use on some ACRO models.

The USW  Kit comes with an accessory rail on the front / 
bottom of the chassis body.  This 1913std. rail will allow
the mounting of lights, grips, bipods, etc.  A Sure�re X300
tactical light is mounted for illustration purposes.

STEP 11:

The back of the charging handle is tapped to accept a 3mm
screw for extra security.  The screw is NOT included with your
kit.  This is an optional DIY upgrade performed by the user.

STEP 12 (OPTIONAL) :

ACCESSORIZING:

Installation process shown with allen wrench for reference only!
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OPENING / CLOSING 
FOLDING STOCK:

The buttstock is held closed by the stock release button located on the right side of the USW - G Chassis body. Push
button forward with your index �nger as shown to release the folding stock.  At the back of the Chassis is a spring loaded
plunger which pushes the stock outwards away from the chassis body.  The force generated by the plunger acts as an 
stock deployment assist and is not intended to extend the stock completely.

STEP 1:

With your left hand, grab the buttstock from above and pull it across your chest in one swift �uid motion.  Release the 
buttstock once it’s perpendicular with the chassis.  The spring loaded stock locking button located in the back of the 
folding stock bracket will deploy and lock the buttstock in the extended position.

STEP 2:

Push up on the stock locking button as shown to release the stock.  Fold the stock into the right side of the chassis
body with your right hand as shown.  Push stock �rmly against the chassis body until it locks onto the stock release button.

CLOSING:

Note:
If the user deploys the stock too softly, the back stock locking button might not engage fully.  If the button does not 
seat completely, simply push the button down with your �nger for a secured lock.
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SLING ATTACHMENT:

CONTACT & SUPPORT:

DISTRIBUTED & SERVICED BY:

A high tensile strength nylon sling loop is pre-installed
on the back of your USW - G Chassis.  It is designed
to take the weight of a fully loaded chassis, pistol, and
other attached accessories.  We recommend the use 
of a single point elastic sling for optimal performance.

CONTACT:
EMAIL:
WEB:
FB:
IG

ARCHWICK SUPPORT
info@arch-wick.com
www.arch-wick.com
www.facebook.com/archwickairsoft
arch.wick




